
Insatsflak
Forester och Ranger

Använd din kranvagn till mycket mer än ved!

Med Avestavagnens hydrauliska tipp-insatsflak 

lastar och lossar du enkelt och smidigt jord, 

grus, sten mm. 

Kontakta oss via info@avestavagnen.se www.avestavagnen.se

Insatsflak Ranger, flakmått 260 x 125 cm 790-040

Insatsflak Forester, flakmått 200 x120 cm 790-038

Lyft balk, passar både Foresters och Rangers insatsflak 790-042

Skopa, 60 L 790-027

Skyddsplåt Ranger insatsflak 790-078

Skyddsplåt Forester insatsflak 790-077

Flaket lyfts enkelt på med hjälp av kranen och en lyftbalk, som centreras på flaket. Inkopplingen 

sker snabbt via två hydraulslangar. Tippen manövreras med vinschfunktionens fjärrkontroll. 

Baklämmen är en spridarlucka och flakets sidolämmar är båda fällbara. För att enkelt lasta sand 

och grus kan du byta ut vagnens grip till en skopa. Flaket blir nästintill outslitligt om du väljer att 

sätta på en skyddsplåt i aluzink i flakbotten.



Tipping Flatbed
Forester and Ranger

Use your crane trailer to so much more than

wood! 

With Avestavagnen hydraulic tipping flatbeds

you can easily load and tipp soil, sand, gravel

and more. 

Contact us! info@avestavagnen.se www.avestavagnen.se

Tipping flatbed Ranger, dimensions 260 x 125 cm 790-040

Tipping flatbed Forester, dimensions 200 x120 cm 790-038

Lifting beam, suits both Foresters and Rangers tipping flatbeds. 790-042

Grapple bucket, 60 L 790-027

Protection plate Ranger flatbed 790-078

Protection plate Forester flatbed 790-077

The flatbed is easily lifted on the chassis using the trailer crane and a lifting beam, which is centered on 
the flatbed. The flatbed is then quickly connected via two hydraulic hoses. The tip function is operated 
with the remote control of the winch function. The rear limb has a spreader function, and the flatbed 
sides are both foldable. To easily load sand and gravel, you can replace the trailer grapple with a grapple 
bucket. The flatbed becomes almost indestructible if you choose to insert a protective plate in aluzinc
to the bottom of the flatbed.


	Bild 1
	Bild 2

